
On Line Leak Repair

SPECIALIZED SERVICES AND EQUIPMENT FOR INDUSTRY



• Will stop virtually any type of chemical process leak,
including toxins and process leaks.

• Performed while your plant is in operation.

• Temperatures ranging from cryogenic to 930°C and
pressures from vacuum to 42,000 kpa and greater.

• Nondestructive leak repair methods available on
request.

• In-house machine shop facility for custom fabrications
and stocked items (ie. Clamps and enclosures).

• Ongoing sealant development for various products.

• Supported by In-house Mechanical, Chemical and
Petroleum Engineering.

On Site, On Stream Leak Repair Services

Wire & Peen Method on Heat Exchanges
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Wire & Peen Method on Flange

Valve Packing Repair on line or during turnarounds

Procedure No.CMS-0729-GB,
Blow-back Prevention.

Thread standard Injection Fitting into pilot hole.
Thread 3-Way HPPG into back of Injection Fitting.

Thread Sealant Injection Fitting into HPPG.
Push 5/32ÓBreak-Thru Bit to bottom of pilot hole.

Turn down HPPG Packing Compression Cap.
Build and maintain sealant injection pressure of

approximately line pressure plus 20%.
Drill through into valve packing area.

Tap the Pilot Hole.Drill the Pilot Hole,but do not break thru.
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By combining highly skilled personnel with state of the art technology, CEDA offers 
value-added solutions to your toughest problems.

Typical Applications
Digester Leaks

Dresser Coupling Leaks

Expansion Joint Leaks

Flange Leaks

Floating Tank Roof with Cracks

Heat Exchanger Leaks

Leaks between Shaft and Sleeve

Pin Hole Leaks

Pressure Seal Valve Leaks

Pump Leaks

Rotating and Equipment Leaks

Ruptured Pipe Leaks

Tower Tray Leaks

Turbine Seal Cover Leaks

Union Leaks

Valve Bonnet Leaks

Valve Packing Leaks

Weld Leaks

Typical Liquids
Alcohols
Animal Oils/Fats
Beer
Brines
Calcium Chloride
Chromic Acid
Citric Acid
Condensate
Crude Oils
Contaminated Water
Deionized Water
Detergents
Distilled Water
Effluents
Food Grade products
Fruit Juices
Fuel Oils
Glycols
Hydrochloric Acid

Lubrication Oils
Methylene Chloride
Milk
Mineral Oils
Molasses
Paints
Potassium Carbonate
Refrigerants
Seawater
Sewage
Sludges
Slurries
Steam
Sulphuric Acid
Titanium Chloride
Transformer Oils
Vegetable Oils
Vinegar
Water

Aluminum
Copper
Horizontal

Brass
Fibre Glass
Inclines

Carbon Steel
Stainless Steel
Vertical

Cast Iron
Outround

Variety of Piping Materials and Conditions

Partnership in Health and Safety Certification of Recognition  –  24 Hour Service across North America
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CEDA Mechanical Services
On-Site Machining services has one of the largest inventory of
portable machining equipment in North America with capabilities
in machining flange faces from 1” through to 120”, also heat
exchangers, channel heads, tube sheets, flat and raised faces, ring
grooves, lap joints, pump and motor bases, key-way cutting, pipe
cutting and beveling, etc.

On-Line Leak Repair services will stop or contain virtually any
type of chemical and/or process leaks on flanges, valve bonnets,
valve packings, heat exchangers. Leaking components are repaired
without interrupting process operations.This is accomplished by
the application of process specific sealants, prefabricated
enclosures, or enclosures engineered to specific
components/pressure requirements at temperatures ranging from
930°C. Engineering services for leak repairs are provided on an
around the clock basis with in-house personnel.

Line Freezing services can be used for leak locating, hydrostatic
testing, isolation for valve change out, piping alterations and
decommissioning piping on a variety of piping materials from 1/2”
through to 48”. The Gel Plug service can be used in conjunction
with this service for the isolation of piping systems.

Gel Plug service can provide temporary valve isolation and is 
also used for pipeline cleaning, the tractoring effect of the gel
caused by the laminar flow tends to entrap solid particles within
the gel.Types of gel plugs that are available; water, hydrocarbon
and methanol.

Hot Tapping services provide a safe and cost effective method of
making tie-ins to on-line piping, tanks and vessels. CEDA provides
customized solutions and highly trained personnel to complete
your hot tapping requirements in the safest possible manner.

Line Crimping services have successfully performed crimps on
lines from 1/2” XS pipe through 4” schedule 80 pipe. CEDA has
developed a safe and effective way to crimp pipe by incorporating
“stop blocks” which allow for maximum crimping pressure without
concern of shearing the pipe. Our ability to operate the line crimp
equipment remotely has reduced the risk to personnel by ensuring
that technicians are kept at a safe distance from the crimp location.

Concrete Repair/Injection service includes concrete restoration,
epoxy pressure injection, chemical water stop and joint sealing
injections and can be done above or below the water line in most
cases. Some applications are as follows: basements, columns,
concrete tanks, cooling tower basins, floors, dams, tunnels, grain
elevators, reservoirs, etc.

On-Site Bolting and Joint Integrity services can provide you
with the most versatile hydraulic torquing and tensioning tools
currently on the market.These tools are extremely compact and
portable for studs ranging from 3/4” through 4”.

CEDA Support Groups: Loss prevention and safety program,
mechanical and chemical engineering, shutdown planning, project
management, machine shop, fabrication facility, emergency
response department, technical sales, research, development and
qualified management.


